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SYSTEM AND METHOD FOR CONTROLLING PERSONAL INFORMATION AND 
INFORMATION DELIVERY TO AND FROM A TELECOMMUNICATIONS DEVICE 



RELATED APPLICATIONS 

This application is related to application Serial No. (P003US), SYSTEM AND 
METHOD FOR CONTROLLING FINANCIAL TRANSACTIONS OVER A 
WIRELESS NETWORK, filed concurrently with this application and incorporated by 
reference herein. These applications are commonly assigned. 



TECHNICAL FIELD OF THE INVENTION 

The present invention relates to a system and method for collecting and 
managing personal information and, more particularly, to establishing a personal profile 
on a world wide web site and using the personal profile to control information that is 
provided to telecommunications devices to control services pro^aded to or fi-om such 
devices. 



wo 99/33293 



2 



PCTAJS98/26785 



BACKGROUND OF THE INVENTTOM 

Intelligent wireless systems, such as those that comply with the IS-136 standard, 
allow wireless telephones to be used for more than just voice communications. An e- 
mail address can be assigned to an intelligent wireless device in addition to the 
5 traditional telephone number. This allows text messages to be sent to the wireless 

device. The text messages can be displayed directly on the wireless telephone for the 
user. Intelligent wireless systems also provide users with more function buttons than are 
present on standard wireless keypads. 

The increased functionality of intelligent wireless systems aUows wireless service 
1 0 users to receive information in a variety of formats. This information can also come 

from many sources. There is no system or method in the prior art which allows an 
intelligent wireless service user to control all of the information that can be provided to a 
particular wireless device. As a result, the user has to establish individual accounts and 
profiles with each information or financial service provider. 
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SUMMARY OF THE INVENTION 

The present invention provides a system and method for users to control the 
delivery of information to a wireless device and to control services provided to the 
device. The user establishes a personal profile on a network, such as the internet, and 
5 the profile is used to determine which types of information should be sent to the wireless 

device. The profile can also specify the format of the information and the timing of the 
information. The user accesses an interactive computer application to establish his/her 
personal profile. The personal profile application may be on an internet world wide web 
page so that many users are able to easily access the application. The personal profile is 
10 maintained on a personal profile server which tracks the options selected by the user. 

Afl:er a user has configured his/her personal profile, the profile is translated into 
information that can be used by a wireless service provider. The information is used by 
a wireless network to control the information that is provided to the user's wireless 
device. The v^reless network receives information fi*om a variety of sources and, using 
15 the personal profile, identifies specific information that has been requested by the user. 

This information is then sent to the user's wireless device. 

The user can also use the wireless device to request information or to complete 
financial transactions. The personal profile application tracks these transactions and 
maintains a list of past transactions for the user. The user can review the list of past 
20 transactions by accessing the personal profile web page or by requesting information on 

the wireless device. 

Users establish their accounts by accessing the personal profiile site and providing 
information, such as identification and billing data. Each user is then presented vwth a 
number of options in various categories. Information that can be selected includes such 
25 items as sports scores, stock prices, and banking and credit card account information. 

The information can also be used to reconfigure the network with respect to a particular 
user and to control the provision of services with respect to each user. The personal 
profile is configured by the user so that the certain information is sent at selected 
intervals. The user can choose to have information sent at certain times, such as at 
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regular intervals, or the information may be sent only when the user is in a specific 
location. The user can also access the personal profile to modify or update information 
to be sent to the wireless device. 

A service control point, or some other device in a wireless network, receives 
information fi-om various sources and stores the information in a database. This 
information can be received via the internet or some other connection, such as a direct 
connection to the information source. The user's selections in the personal profile are 
correlated with the stored information. The wireless network is used to send the 
requested information to the user's wireless device. 

The personal profile can also be configured to identify certain accounts that are 
to be used during financial transactions. For example, the user can select a specific bank 
account or credit card account that should be charged for financial transactions that are 
completed using the wireless device. When the user completes a transaction or manages 
information that is sent to the wireless device, then that transaction data and information 
is captured by the personal profile. This gives the user the option of maintaimng a 
record of aU wireless transactions. The user could then update the personal profile 
configuration based upon these transactions. 

It is a feature of the present invention to provide a system and method for 
receiving and maintaimng information in a wireless netwoiic user's personal profile, 
wherein the profile is used to control information that is provided to the user's wireless 
device. 

It is another feature of the present invention to provide a personal profile for a 
wireless device user. An application for establishing and configuring the personal profile 
is also provided. In one embodiment the user can access the personal profile application 
through a world wide web site. 

It is a fiirther feature of the present invention to allow users to configure various 
types of information that are provided to a wireless device, such as the format of the 
information and the times at which the information is transmitted. 
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It is an additional feature of the present invention to create a personal profile for 
a wireless device user which identifies financial information that can be used to complete 
financial transactions via said wireless device. 

A feature of the present invention is a wireless network that is capable of using a 
user's personal profile and correlating that profile with information provided fi-om other 
sources. The wireless network is also capable of sending the correlated information to 
the user's wireless device according to options selected in the user's personal profile. 

The foregoing has outlined rather broadly the features and technical advantages 
of the present invention in order that the detailed description of the invention that 
follows may be better understood. Additional features and advantages of the invention 
will be described hereinafter which form the subject of the claims of the invention. It 
should be appreciated by those skilled in the art that the conception and the specific 
embodiment disclosed may be readily utilized as a basis for modifying or designing other 
structures for carrying out the same purposes of the present invention. It should also be 
realized by those skilled in the art that such equivalent constructions do not depart fi^om 
the spirit and scope of the invention as set forth in the appended claims. 
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BRIEF DESrPTPTTO N OF THH DR AWTNTOg 

For a more complete understanding of the present invention, and the advantages 
thereof reference is now made to the foUowing descriptions taken in conjunction with 
the accompanying drawings, in which: 

5 FIGURE 1 is a high level block diagram of a system incorporating the present 

invention; 

FIGURE 2 is a typical world wide web display for use with the present 
invention; 

FIGURE 3 is another typical world wide web display for use with the present 
10 invention; 

FIGURE 4 is another typical world wide web display for use with the present 
invention; 

FIGURE 5 is another typical world wide web display for use with the present 
invention; 

^ ^ FIGURE 6 is another typical world wide web display for use with the present 

invention; 

HGURE 7 is another typical world wide web display for use with the present 
invention; and 

FIGURE 8 is another typical world wide web display for use with the present 
20 invention; 
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DESCRIPTION OF THE PREFERRED EMBODIMENTS 

FIGURE 1 shows system 10 in which terminal 101 is linked to wireless network 
103 through internet 102. TeraMnal 101 may be any device, such as a personal 
computer (PC), which allows a user to access internet 102. Terminal 101 is connected 
5 to intemet 102 via conmiunications link 1 1 . Communications link 1 1 can be embodied 

in any number of well-known ways, such as a direct connection between terminal 101 
and intemet 102 or a connection through a commercial intemet service provider. 
Communication link 1 1 may be a data bus, local area network (LAN), dedicated 
telephone line, wireless connection or any other means for transmitting data from one 
10 location to another. 

In the preferred embodiment of the present invention, a user at terminal 101 
accesses one or more world wide web sites on intemet 102 to configure a personal 
profile. The process of establishing a personal profile will be discussed in more detail 
below in the description of FIGURES 2-8. The personal profile web site allows the user 
15 to select information from a variety of categories, such as sports, travel and financial, 

and to select how frequently information from these categories should be provided to 
the user. Typically, the information will be provided to the user via a wireless device, 
such as wireless telephone 106. 

The information gathered on the personal profile web site is managed by a 
20 personal profile server which allows the user to modify and update the personal profile. 

The personal profile server is coupled to the personal profile web site on intemet 102. 
The personal profile server also interacts with v/ireless network 103 by providing the 
user's profile data to wireless network 103 through service control point (SCP) 109 and 
conmiunications link 12. 

25 In addition to providing an interface for the personal profile server, SCP 109 

receives information, such as sports scores, airline schedules or stock quotations, from a 
number of sources and stores the information in database 1 10. SCP 109 can receive this 
information through intemet 102 via link 12 or the information can be provided directly 
from the source, for example, directly from a sporting venue, an airline scheduling oflBce 
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or a stock exchange. Any of these information sources can be directly connected to 
SCP 109 by a dedicated or dial-up telephone connection, wireless connection, or any 
other communications link that aUows data transmissioa 

It will be understood that SCP 109 may operate in conjunction with other weU- 
known telecommunications system components (not shown), such as a service node 
(SN) or an intelligent peripheral (IP). 

The information maintained by SCP 109 corresponds to the options that are 
available in the user's personal profile. SCP 109 correlates selected personal profile 
options with the information in database 1 10 and determines the data that should be sent 
to the user. For example, if a user selects sports score options on the personal profile, 
then SCP 109 will update the user's record in database 110 whenever sports scores are 
received. At periodic intervals, SCP 109 will then send sports score information to 
wireless device 106 via wireless network 103. The information will be displayed to the 
user on display 108 of wireless device 106. 

It wiU be understood that the present invention is not limited to establishing 
profiles strictly over internet 102. In an alternative embodiment, the user could establish 
a personal profile on a separate proprietary interactive network that provides a link 
between the user and wireless network 103. In another embodiment, terminal 101 could 
connect directly to SCP 109 or some other component of wireless network 103 and the 
personal profiles could be configured and updated directly on wireless network 103. 

Wireless networic 103 is comprised of a number of cell sites 104 which allow 
network 103 to communicate with wireless device 106 via antennas 105 and 107. Each 
ceU site 104 serves a specific geographic area and, as a result, wireless network 103 can 
identify a user's location by determining which cell site 104 is in communication with the 
user. The accuracy of network 103's location identification for a user depends upon a 
number of factors, such as the size of the area that is covered by cell site 104 and the 
type of equipment used in networic 103. If ceU site 104 is a micro-ceU or pico-ceU that 
serves a very Kmited area, then network 103 wiU have improved location accuracy. 
Other mobile wireless device locatmg methods can also be used to improve location 
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accuracy, such as the spatial division multiple access and smart antenna techniques 
described in U.S. Patent No. 5,508,707, titled METHOD FOR DETERMINING 
POSITION BY OBTAINING DIRECTIQNAL INFORMATION FROM SPATIAL 
DIVISION MULTIPLE ACCESS (SDMA)-EQUIPPED AND NON-SDMA- 
5 EQUIPPED BASE STATIONS, assigned to U S WEST Technologies, Inc., and U.S. 

Patent No. 5,515,378, titled SPATIAL DIVISION MULTIPLE ACCESS WIRELESS 
COMMUNICATION SYSTEMS, assigned to ArrayComm, Inc., the disclosures of 
which are incorporated by reference herein. 

The present invention can take advantage of these position locating techniques 

10 and modify the information that is provided from wireless network 103 to device 106 

based upon the user's location. The user could configure the personal profile so that 
certain information is displayed whenever the user is in a particular area. For example, 
the user could configure the personal profile to display gate information when the user is 
at the airport or to display account balance information when the user is at an automated 

15 teller machine. Merchants and businesses could provide information to SCP 109 so that 

other location-specific options are available to users. The merchant or business could 
supply information to SCP 109 through internet 102, or over some other connection, 
and SCP 109 could make the information available to users. For example, if the user 
selected a particular grocery store or chain of grocery stores on the personal profile, 

20 then, whenever the user entered that store, wireless network 103 would note the user's 

location and a list of sale items would be sent to wireless device 106. The personal 
profile could be configured by the user to be even more specific, so that prices are 
displayed only for selected items, brands or sizes. 

In addition to providing personal profile information to the user via device 106, 

25 SCP 109 can also monitor the user's transactions and the activity on v^eless device 

106. In one embodiment, SCP 109 and network 103 are part of a financial management 
system which allows the user to complete transactions via wireless device 106 as 
disclosed in copending application Serial No. (P003US). In this embodiment, SCP 109 
sends financial transaction information to the personal profile server where it is recorded 

30 in the user's personal profile. When the user accesses the personal profile web site, they 
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are presented with a Ust of completed transactions to review. This information could be 
used by the user to modify the personal profile for future transactions. 

HGURES 2-8 are typical displays that would be presented to the user on 
terminal 101 in a preferred embodunent of the personal profile web site. FIGURE 2 is 
initial screen 20 which prompts a previously registered user for an e-maU address, or 
other identifier, and a password. A new user would be presented with a different screen 
(not shown) on his/her first connection to the personal profile web site. The new user 
screen could be used to initiate a new account. The new user would be prompted for 
information such as name, e-mail address, billing information, fiiture log-in ID and 
password, wireless service provider and wireless telephone number. After the user 
initiates a new account, or enters the password for an existing account, then the personal 
profile web site displays screen 30 as shown in FIGURE 3. 

Screen 30 identifies the user that has logged-in by Usting the account holder's 
name and the type of account. Other information could also be shown on this display, 
such as the telephone number of a particular wireless device 106 that is assigned to the 
account or the name of the wireless service provider. The user can select a number of 
options firom screen 30. "Return to Homepage" option 32, and other weU-known web 
page options (not shown), allow the user to navigate among web pages and sites on 
internet 102. The options m block 3 1 are specific to the personal profile application and 
they aUow the user to configure or modify information or features in the personal 
profile. 

When the user selects the "Messaging Management" option in block 31, then 
screen 40 (FIGURE 4) is displayed on terminal 101 . Screen 40 allows the user to 
configure the method by which various types of messages are routed. Wireless device 
106 is assigned a telephone number and, in the preferred embodiment, an e-mail address. 
Communications with device 106 can be directed to either the telephone number or the 
e-mail address. TypicaUy, voice communications will be associated with the telephone 
number and data communications associated with the e-mail address. Data 
conununications and e-mail messages are displayed for the user on screen 108. 
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Alternatively, the user could select certain options so that e-mail messages are routed to 
some other destination. 

At times wireless network 1 03 may be unable to connect callers to wireless 
device 106, for example, if telephone 106 is not turned on, or when the user is outside 
5 the service area of wireless network 103, or when telephone 106 is already connected to 

another call. In these situations the user may choose to have incoming calls routed to a 
messaging application in wireless network 103. The messaging application would allow 
incoming callers to record messages for later retrieval by the user. These recorded 
messages could be retrieved in a number of ways. For example, the user could choose 
10 to have the messaging application call and play the recorded message as soon as wireless 

device 106 is available. Another option would convert voice messages to a data file, 
such as a .WAV file, which could be retrieved via terminal 101 . 

Certain calls to device 106 could be identified as facsimile transmissions. For 
instance, the user could configure the personal profile to pre-identify cert^n telephone 

15 numbers as being assigned to facsimile machines, then when network 103 detects 

incoming calls fi-om these numbers, such as by a caller ID feature, it could route the call 
as provided in personal profile option 40. In another embodiment, network 103 could 
monitor the initial portion of an incoming call to detect if facsimile machine handshake 
and protocol tones are being transmitted, then if the call is determined to be a facsimile 

20 transmission it would be directed according to the personal profile option selected in 

block 40. The user could choose to have facsimile transmissions directed to the user's 
home or oflBce facsimile machine or to the personal profile server where they would be 
held for later display on terminal 101 . 

If the user selects the "Caller Group" option from block 31, then screen 50 
25 (FIGURE 5) is displayed. Block 51m screen 50 allows the user to select options for 

various caller groups, such as for family or work. Using the caller group options, the 
user could track calls that are made to a specific party or, with a caller ID function, 
track calls that have been received from certain parties. The user could also prioritize, 
or otherwise distinguish, particular groups or individuals for special call handling. For 
30 example, calls from certain numbers or parties could be routed to the messag^ig 
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application instead of being connected to wireless device 106. or calls from certain 
parties could be identified by a distinct ring signal, or the user could route selected 
callers to another telephone number during certain times of the day. such as routing 
customers to a secretary if wireless telephone 106 is busy during business hours. 

HGURE 6 shows screen 60 which is displayed when the user selects the 
"Financial Management" option in block 31. In block 61 the user selects financial 
information, such as stock quotations, that is to be sent to wireless device 106 The 
personal profile can be configured so that stock quotations are displayed on screen 108 
at selected intervals, such as every hour or at the close of trading. Particular stocks or 
groups of stocks can also be identified. In one embodiment the user can choose to have 
a particular stock price displayed on screen 108 when a certain stock goes above or 
drops below a selected limit. 

The user's financial options in the personal profile are sent to SCP 109 and 
stored in database 1 10. SCP 109 also receives stock prices and market infonnation 
The stock prices received by SCP 109 are monitored and correlated to the financial 
profile of each user. SCP 109 then transmits the stock information to each user via 
network 103 based upon his/her personal profile. In another embodiment, SCP 109 can 
also be configured to accept the user's buy and sell orders over wireless device 106. 
For example, if the user has requested notification when a particular stock drops below a 
certain price, then, when that stock does falls below the set price. SCP 109 could 
transmit the price data to device 106 along with a message inquiring whether the user 
desires fo place a buy order. The user can then complete the transaction using a 
preestablished trading account that is identified on his/her personal profile. 

In block 62 the user can identify bank accounts or other accounts to be 
monitored by the present invention. The user can select different types of transactions 
such as deposits or withdrawals, that will be monitored for each account and a notice is 
sent to device 106 whenever on of the selected transactions occurs. For example a user 
who has his/her paycheck directly deposited to a checking account may desire to be 
notified of all deposits on the 15th and 30th day of each month. SCP 109 receives 
account information from banking networks and correlates this infonnation to the user's 
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personal profile. In the present example, SCP 109 matches a paycheck deposit, for 
instance on January 15th, with the user's profile and then transmits a message to device 
106 notifying the user that a checking account deposit has been made for a particular 
amount. 

5 Screen 62 can also be used to track credit card transactions. By providing a 

credit card number and selecting certain notification parameters, the user could detect 
fraud or be warned when a credit limit is approaching. SCP 1 09 receives information 
from credit card companies and correlates the information with the user profiles. The 
users are notified when certain parameters are met. For example, when credit card 
10 transactions over a certain limit are detected, the user is notified. If the transaction was 

not authorized, then the user would be alerted to a possible stolen credit card. In 
another situation, the user could request to be notified when his/her credit card balance 
passes a certain level or when the balance is withm a certain dollar amount of the credit 
limit. 

15 Screen 70 (FIGURE 7) illustrates the options that are available to the user xmder 

the "Travel Information" category. The user could select airline information, such as 
having gate information sent to device 106 when a certain flight is about to arrive. 
Other information, such as flight delays or cancellations, could also be sent for selected 
flights. The user could also choose to have a reminder sent a certain amount of time 

20 before a particular flight was scheduled to depart. This would prompt the user to get to 

the airport in time for the flight. Also, if the user was on a multi-leg flight, the 
information on screen 70 could be configured to notify the user whether a connecting 
flight was on time or delayed. 

The present invention can also pro\dde the user with direct access to a travel 
25 agency or airline reservation system (not shown), such as the SABRE travel reservation 

system. This would allow the user to schedule flights or make other travel arrangenients 
and, at the same time, configure how related information will be presented on device 
106. For example, after users make hotel reservations, system 10 could send the name 
and address of the hotel or other information, such as a confirmation number for hotel 
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reservations. The travel or airline reservation system could be connected to system 10 
through any number of connections, such as via internet 102 or wireless network 103. 

In FIGURE 8, screen 80 presents.the user with options to configure the "Sports 
Scores" category. In block 81, the user selects various sports and teams to be tracked. 
The user also selects certain types of information that is to be sent to device 106. such 
as hourly game scores or daily league rankings. 

It will be understood that the present invention is not limited to the types of 
information or displays that are discussed above. Many other fonns of information can 
be incorporated into the user's personal proffle and displayed on the user's wireless 
device. For instance, a calendar application could be connected to the user's personal 
profile and messages could be sent to device 106 to remind the user of meetings, 
birthdays and anniversaries. 

Various news and information services could also be incorporated into the 
present invention. For instance, the user could select to have a "headlme news" service 
send a synopsis of the day's top stories or notify the user of breaking news events. The 
user could also limit the news stories to certain categories, such as financial news or 
sports news. 

The present invention has been described as a system in which SCP 109 
maintains the personal profile data for each user and also receives information fi^om a 
variety of other sources. It will be understood that other components of network 103. 
instead of SCP 109, can correlate personal profile data with the other information and 
transmit the information to wireless device 106. 

In another embodiment of a system incorporating the concepts of the present 
invention, the personal profile server could communicate directly with information 
sources, such as banking networks, credit card companies, news services or airlines. In 
this embodiment, the information source could track specific user options and then 
notify SCP 109, or some other component of wireless network 103. when relevant 
information should be sem to the user. For example, if a user configures the pereonal 
profile to send information about bank account activity, then the personal profile server 
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could notify the relevant banking network of the request. Thereafter, whenever there is 
activity in the user's bank account, the banking network could send the information to 
the user's v^reless device 106 either directly, through wireless network 103, or routed 
through service control point 109. This embodiment would reduce, and potentially 
eliminate, the processing and correlation operations that are required in SCP 109 and 
network 103. 

It will be further understood that the user's access to the personal profile 
information is not limited to terminal 101 . The user can also access the profile in other 
ways. For example, the user could modify or configure the profile using wireless device 
106. A series of menus could be displayed on screen 108 to provide configuration 
options to the user. The user could then scroll through the options and select or 
deselect various options as appropriate. This would allow the user to modify the 
personal profile fi-om any location served by wireless network 103. Also, by accessing 
the personal profile server, the user could request specific information to be sent to 
device 106. While the illustrative embodiment has illustrated wireless devices, such as 
cell phones and pagers, any type of wireless device may be used. In addition, any 
device, such as a land line telephone can be used to access a personal profile so that the 
user can change the profile so as to control services provided to or fi-om the device. The 
internet can be used, via interaction with the keypad and using voice commands to or 
fi-om the device. 

Although the present invention and its advantages have been described in detail, 
it should be understood that various changes, substitutions and alterations can be made 
herein without departing from the spirit and scope of the invention as defined by the 
appended claims. 
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WHATTSrTATMFnTQ - 

1 . A system for managing personal profiles wherein said profiles are 
configured by wireless device users and said profiles are used to control interactions 
between said wireless device users and a wireless network, said system comprising: 
means for maintaining a plurality of said personal profiles; 
means for providing user access to said personal profiles; and 
means for selecting information that is provided to said wireless device users 
based on said personal profiles. 

2. The system of claim 1 wherein said maintaining means comprises: 
a database operable for holding said plurality of profiles. 

3. The system of claim 2 wherem said database is connected to a service 
control point in said wireless network. 

4. The system of claim 1 wherein said providing means is a computer 
coupled to said wireless network through a computer network. 

5. The system of claim 1 wherein said personal profile maintaining means is 
coupled to said wireless network and wherein said providing means comprises: 

a personal computer coupled to said wireless network via the Internet. 

6. The system of claim 1 wherein said selecting means is a service control 
point in said wireless network, 

7. The system of claim 1 fijrther comprising: 
means for accepting information fi-om third parties; and 
means for storing said third party infoimation. 
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8. The system of claim 7 wherein said accepting means receives said third 
party information via an Internet connection. 

9. The system of claim 7 wherein said storing means comprises: 
a database. 

10. The system of claim 9 wherein said storing means and said maintaining 
means comprise a single database in said wireless network. 

11. The system of claim 7 wherein said selecting means selects a portion of 
said third party information to be provided to said vwreless device users. 

12. A method for providing information to control a telecommunications 
switching network's wireless devices using personal profile data configured by users of 
said wireless devices comprising the steps of: 

maintaining a plurality of personal profiles in a database; 
receiving information fi"om third parties; and 

using said personal profiles to determine a portion of said third party information 
that is to be provided to said wireless devices. 

13. The method of claim 12 wherein said database is a coupled to a wireless 
network. 

14. The method of claim 12 further comprising the step of: 
allowing said users to access said personal profiles. 

15. The method of claim 14 wherein said providing step further comprises 
the step of: 

connecting said users to said personal profile database via a computer network. 
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16. The method of claim 1 5 further comprising the step of: 
allowing users to modify a personal profile configuratic 



ion. 



17. The method of claim 15 wherein said computer network is the Internet. 

18. The method of claim 12 wherein said maintaining and said receiving steps 
are performed by a service control point in a wireless network. 

19. The method of claim 12 wherein said third party information is received 
via an Internet connection. 

20. An information management system for a wireless network comprising: 
means for storing a plurality of personal profiles for wireless network users; 
means for receiving information fi-om at least one source; 

means for correlating said received information with said personal profiles; and 
means for providing said correlated information to control services for said 
wireless network. 

21 . The system of claim 20 further comprising: 
means for establishing user access to said personal profiles. 

22. The system of claim 21 wherein said establishing means comprises an 
Internet connection between said users and said system. 

23. The system of claim 20 wherein said storing means is a personal profile 
database. 



24. The system of claun 20 wherein a service comrol point in a wirdess 
network comprises said receiving, correlating and providing means, and 
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wherein a database coupled to said service control point comprises said storing 

means. 

25. A personal profile database for a system that receives information from 
one or more sources and correlates said received information with said personal profiles 
to determine a portion of said received information that should be provided to a user, 
said database comprising: 

data identifying specific users; 

data corresponding to particular categories of information that said users desire 
to receive; and 

data identifying specific wireless devices that are to receive information selected 
by said users. 

26. The personal profile database of claim 25 further comprising: 

data that indicates a frequency at which said selected information should be 
provided to said users. 

27. The personal profile database of claim 26 wherein said categories of 
information comprise: 

financial management categories for identifying one or more financial accounts. 

28. The personal profile database of claim 27 wherein said one or more 
financial accounts comprise: 

bank accounts. 

29. The personal profile database of claim 27 wherein said one or more 
financial accounts comprise: 

credit card accounts. 
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30. The personal profile database of claim 26 wherein said categories 
comprise: 

message management categories for configuring routing of messages in said 
system. * 



31. The personal profile database of claim 30 wherein said 
ise: 

voice messages. 

32. The personal profile database of claim 30 wherein said i 
se: 

electronic mail messages. 



33 . The personal profile database of claim 26 wherein said categories 
comprise: 

sports information categories. 

34. The personal profile database of claim 26 wherein said categories 
comprise: 

travel information categories. 

35. A method for managing information that is provided to wireless devices 
comprising the steps of: 

creating a personal profile for users of said wireless devices; 
correlating said personal profiles with information received in a wireless 
network; and 

transmitting correlated information to said wireless devices. 

36. The method of claim 35 wherein said profile creating step comprises the 
steps of: 
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selecting specific categories of desired information; and 

identifying a specific wireless device that is to receive said desired information. 

37. The method of claim 35 wherein said profile creating step comprises the 
steps of: 

maintaining a plurality of personal profiles in a database; 
providing said wireless device users with access to said database; and 
5 allowing said users to select one or more options to configure said personal profile. 

38. The method of claim 37 wherein said providing step comprises the step 

of: 

accessing said database fi"om a remote computer via an Internet connection. 

39. The method of claim 35 wherein said correlating step comprises the steps 

of: 

receiving information fi-om one or more sources; and 

identifying specific portions of said received information that have been selected 
5 in said personal profile. 

40. The method of claim 39 wherein said correlating step is performed by a 
service control point of a wireless network and wherein said received information is 
received via an internet connection to said service control point. 

41. The method of claim 35 wherein said correlated information is 
transmitted over a wireless network to a wireless telephone. 

42. A system for providing calling services to users of wireless devices, 
comprising: 

a wireless network in communication with said wireless devices; 
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a service control point (SCP) coupled to said a wireless network for providing 
caU processing services to users of said wireless network; and 

a database comprising a plurality of user-configured profiles for providing 
information to said SCP for deUvering caUing services. 

43 . The system of claim 42 further comprising: 

an intelligent peripheral (IP) coupled to said SCP, said IP operable to perfonn 
call processing tasks using said profile database. 

44. The system of claim 42 wherein said SCP operates in conjunction with a 
service node (SN). 

45. The system of claim 42 further comprising: 

means for providing said users with access to said profile database; and 
means for allowing said users to modify said profiles. 

46. The system of claim 45 wherein said users configure said profiles to 
select particular calling services to be provided by said SCP. 

47. The system of claim 45 wherein said users modify said profiles to control 
how said vsdreless network processes calls. 

48. The system of claim 45 wherein said access providing means comprises 
an internet connection. 

49. A method for delivering calling services in a wireless network, 
comprising: 

storing a plurality of user-configured profiles in a database; 
receiving a caU in a seivice control point (SCP) coupled to said wireless 
network; and 
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processing said received call to deliver calling services selected in said user- 
configured profiles, 

50. The method of claim 49 fiarther comprising the step of: 
processing said received call in an intelligent peripheral (BP) coupled to said 

SCP. 

51. The method of claim 49 wherein said SCP operates in conjunction with a 
service node. 

52. The method of claim 49 further comprising the steps of: 
accessing said profile database; and 

modifying said user-configured profiles. 

53. The method of claim 52 wherein said accessing step is accomplished via 
an internet connection. 

54. The method of claim 52 wherein said users control how said wireless 
network responds to calls by modifying said profiles. 

55. A website for selective access to and from a plurality of users, said website 
comprising: 

means for displaying, to each of said users, a menu of telecommunications 
network control options available to said each user for controlling telecommunications 
with respect to said each user; 

means for allowing each such user to access a telecommunications profile 
particular to said user; and 

means for accepting, from said each user, changes with respect to said available 
network control options for inclusion in said user's profile. 
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56. The invention of claim 55 further comprising: 
means for receiving data from one or more telecommunications networks. 

57. The invention of claim 56 wherein said receiving means further 
comprises: 

means for schedulmg times at which said receiving means access said one or 
more telecommunications networks; and 

means for scheduling sources from which said telecommunications network data 
is to be received. 

58. The invention of claim 56 wherein said receiving means operates in real- 
time to obtain data from said one or more telecommunications networks while one of 
said users is accessing said website. 

59. The invention of claim 56 wherein said receiving means obtams data from 
said one or more telecommunications networks at periodic intervals and fiirther 
comprising: 

means for storing said data received from one or more telecommunications 
5 networks. 

60. The invention of claim 56 wherein said received data corresponds to 
network control options for each of said users. 

61 . The invention of claim 56 wherein said received data corresponds to 
network control options available from said one or more telecommunications networks. 

62. A computer program product having a computer readable medium with 
computer program logic stored thereon for allowing users to access one or more 
telecommunications networks, said computer program product comprising: 
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communication means for providing information to and receiving information 
fi*om one or more telecommunications networks, wherein said information pertedns to 
telecommunications network options available to said users; 

means for displaying said received information to said users; and 
means for said users configure said telecommunications options. 

63. The computer program product of claim 62 wherein said received 
information further pertains to telecommunications options selected by smd users. 

64. The computer program product of claim 62 further comprising; 
means for selectively scheduling times at which said computer program product 

accesses said one or more telecommunications networks. 

65. The computer program product of claim 62 further comprising: 
means for selectively scheduling times at which said one or more 

telecommunications networks provide said information to said computer program 
product. 

66. The computer program product of claim 62 further comprising a personal 
computer (PC) for executing said computer program product. 

67. The computer program product of claim 66 wherein said communication 
means comprises: 

an internet connection between said PC and said one or more 
telecommunications networks. 

68. The computer program product of claim 66 wherein said communication 
means comprises: 

a direct connection between said PC and said one or more telecommunications 
networks. 




1/6 



11^ 




103- 



/-^"^^^^ 12 T WIRELESS NETWORK 

102 JPJQ^ ; 



SERVICE 
CONTROL POINT 



DATABASE 



PCT/US98/26785 



10 



105 



CELL SITE 



109 



104 



110 



Communications Package Management Interface 

Enter your e-moll address end password 
— below to access your service options. 



E-mail Address: 



J Password: IT 



FIG. 2 



31 



User Configuration for: 

Name: John Q. Public 
Plan: Platinum Service Packoge 



30 



I Message Monogement 1 1| Financial Monitoring || Sports Scores | 


11 Caller Groups | (| Travel Information | 


Network Monitoring | 




Return to Homepage y^xo 



FIG. 3 



wo 99/33293 PCT/US98/26785 

4/6 




wo 99/33293 



PCT/US98/2678S 




wo 99/33293 



6/6 



PCT/US98/26785 




INTERNATIONAL SEARCH REPORT 



^ p^'^SSIFICATION OF SUBJECT MATTER 

IrC 6 H04Q7/22 H04G 



H04Q3/00 



Inti Jonal Appiicatton No 

PCT/US 98/26785 



According to I nternational Patent Classification (I PC) or to 
B. FIELDS SEARCHED 

Minimum ctocumentation search^ (classification 

IPC 6 H04Q H04M 



both national classification and IPC 
®V«teni loliowed by classification symbols) 



Documentation searched other than minimum documentation to 



the extent that such docurnenta are included in the fields searched 



Electrontc data base consutted during the interna tional search (name of dat^ t^^ ' Z — 

<irun (name oT data base and. where practical, search terms used) 



C. DOCUMENTS CONSIDERED TO BE RELEVANT 



I Category 



C»a.ton o« docuoient, w»h indlc aMon. whe.B appropriate, of mo ,e.evan. passages" 

WO 97 41654 A (MCLORINAN ANDREW GEORGE 

rELEF) 6 November 1997 
see abstract 

see page 6, line 18 - page 7 line 9 
see page 10. line 6 - line 18 

Itt'f^llll^iT ''''' 



see abstract 
see page 1, line 17 - 
see page 6, line 21 - 
see page 10, line 8 - 
see figures 2,3 



line 
page 
page 



26 
7, 
11, 



I [Yj *"orther documents are Usted in the continuation of box C. 
" Special categories of cited documents : 

*^,SJ|',^»""'"«P'*''=^«>"«>ratterthe intema«onal 

crtatoon or other special reason (as specified) 
^' 'S^T^a'^*"'"^ ^ ""'^ disclosure, use. exhibition or 
1^^tSg,"t;S'g;?o%^^^^ niingdatebul 
Date of the actual completion of the mtemationaJ search 



Relevant to datm No. 



1-68 



1-25. 

35-58. 

60-68 



12 April 1999 



Name and mailing address of the ISA 

Tel. (+31-70) 340-2040. Tx. 31 651 epo nl 
^ax: t+31-70) 340-3016 



line 5 
line 7 



jX I Patent family members are listed In annex. 

'^ofnriSSS^i;* P"*^'*«^ afte'-the international filing date 
?^ H^*i»^?S?f * ^ applicatSn biS 

Sl^b^n principle or theory Jridertying the 

**?^"lt"*<>'Parttcular relevance: the invention 
cannot be considered novel or cannot be considered to 
involve an inventive step when the document is taSn alone 
"Y" document of particular relevance: the claimed invention 

cannot be considered to involve an Inventive step when the 
d^ument is combined with one or more otr«r ISJ^dtoSiT 
KlhlL krt *>«'"9 ot'vious to a person skilled 

'&" document me fTt>er of the same patent family 
Date of mailing of the international search t«port 

16/04/1999 

Authorized officer 



Masclie, C 



INTERNATIONAL SEARCH REPORT 



Intt Jonal Appfieatlon No 

PCT/US 98/26785 



C.<Contlnuatlon) DOCUMENTS CONSIDERED TO BE RELEVANT 


Category " 


Citation of document, with indtcation.where appropriate, of the relevant passages 


Relevant to claim No. 


V 
A 


un 07 471 ?i A Tat a t porp^ 

wu H/ Id M \ni a 1 uuixr / 


1-4,6,7. 




11 nopomhop 1QQ7 


9-16,18, 






20-25, 






35-37, 






39. 






41-47, 






49-54, 






62-66,68 


A 




30-32 




see abstract 






see Daae 7 line 25 — oaae 8. line 1 

WW ^ « ) 1 1 1 1 W mm w fr W W | till ^ 






see page 9, line 9 - page 10 » line 12 






coo n ^ no 14 1 i no 10 — 1 i no 14 
oct; pdytr IH, 1 1 lie 1\J 1 1 lie XH 






coo nano 1 A 1 i no Q* 1 i no 1 Q 
oct; poiy^ -LO, 1 1 lie 7 1 1 lie X7 






See T 1 gUlc 1 




Y 

A 


WU OoH^l M V,DCLL UUrlrlUlil il/ft 1 iUIN^ r\CO y 


1-4 6 7 




lO C*4r\+ ^mJ^ar* 1 007 

Xc oepLemDcr lyy/ 


9-16 18 




20-25 






35-37, 






39, 






41-47, 






49-54, 






62.63, 






66,68 


A 




30-32,58 




see abstract 






see page 7, line 23 - page 9, line 28 






see page 10, line 1 - line 4 






see page 10, line 19 - line 25 






see page 15, line 14 - line 32 






see page 23, line 13 - line 26 






see page 28, line 29 - line 30 






see figures 1-4 











INTERNATIONAL SEARCH REPORT 

.nformation on patent family members 



J Application No 

98/26785 




This Page is Inserted by IFW Indexing and Scanning 
Operations and is not part of the Official Record 



Defective images within this document are accurate representations of the original 
documents submitted by the applicant. 

Defects in the images include but are not limited to the items checked: 



BLACK BORDERS 

□ IMAGE CUT OFF AT TOP, BOTTOM OR SIDES 

□ FADED TEXT OR DRAWING 

□ BLURRED OR ILLEGIBLE TEXT OR DRAWING 

□ SKEWED/SLANTED IMAGES 



1^ GRAY SCALE DOCUMENTS 

□ LINES OR MARKS ON ORIGINAL DOCUMENT 

□ REFERENCE(S) OR EXHIBIT(S) SUBMITTED ARE POOR QUALITY 

□ OTHER: 



IMAGES ARE BEST AVAILABLE COPY. 
As rescanning these documents will not correct the image 
problems checked, please do not report these problems to 
the IFW Image Problem Mailbox. 



BEST AVAILABLE IMAGES 





COLOR OR BLACK AND WHITE PHOTOGRAPHS 



